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5. Desigued Unbundled Voice Loop

.!-.I Supported SigDaliDI

The followmg !iignaling types idrc a\/ailable on Designed Unbundled Voice Loops:
• Loop - Start
• Ground-Stan
• Reverse - SlAttery

ThC&C: types of signalinl arc dcscribed brieOy below. BeUcore SR-TSV-002275 contain~ a
morc thoroulh discu~ion. Section 6 contains dctailcd requirements for these types of
signa lin. at both interfaces of lS Desianed Unbundled Voice Loop.

5.1.1 two-win aad Four-wire Sianali...

In the di!lcussion below. a cwo-wire circuit is assumed. four-wire circuit.. employ similar
signaling. except that the de signaling - instcad of beina applied directly to the tip and ring
conductors - is applied to tbe center-taps of the coupling uanuonner. 50 that the dc sianals
appear in the common - mode across bulb conductors of each of the four-wire pain. Acircuit
suitable for ttle conversion of four-wire to cwo-wire is sbown helow.

T ---"",+,_. _---t--..,

R ------"--"

TI

RI

T

R

5.1.2 Loup Start

The: two end.. af a loop-start circuit arc denoted the office end and the station end. The office
end pro"ld~ a voltage across Tip and Ring. In the idle !'tate. the station presents a hiah

resistance across Tip and Ring. To requcst service. the station prc~cnts a low resistance
between the conductors. The resultant current flow is detected by the office cnd. To alert an
idle station ot an iDcomina call. the office end applies riniIDg voltaiC, relative to ground. to the
Ring

Loop-start circuilil arranled with the office end 3t tbe MDF interface are commonly '1scd to
prOVide t:xchanic access service. Section 6.2con lain!\ !iignaling requirements tor both the ~DF
and End Vlier intcrface~.
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S.I.J Groand Start

Ground-!\tart slgn/llin, i., ~imilar to loop-start, ~upttha[ in tbe idle state. the office doc!\n't
apply a voltage across Tip and Rina. In!\tead it applies a voltaae, rch&tive to ground. on ol;lly
the Rine· This results in the foUowing ditfereo<:cs. relative to loop-sum servia:;

• In order to requesl service, the station provides I IllW rc!\isttlncc from Tip to
ground. Sensing current flow in the Ring, the offic4: provides a (differenlial)
YolLagl.: across both Tip and Ring. Upon the Ippliciltion of the differcl1tial voltage.
the ~tat1onplaces a low re!\i!\tancc across the Tip and Rina, and removes the !\hunt
to Srt'und.

• Upon alerting the station, the office applies differential voltage, even between
hursts of rinling. If suitably arranged, the station can sense this diffc:rential
VOltage and detect the alenin, signal, even ~fore a ringing burst i5 sent by the
office.

Ground-start circuits arranaed with the office end It the MDF interface lite often used to
proVlde two-way trunk!! to a PBX. Section 6.3 contains signaling requirements for bolh the
MDF and End U!!er Interface in such an nrriltl'CmenL.

5.1.4 Reverse-SaUery

Reverse - Battery signaling is typically used Oll trunks, rather thlln lines. There is no 'office end'
or 'c;t3tion end' convention. Rinl1ng is not employed. Reverse-hattery sii'1nling
accommodatcl' only one-way trunksz. For this reason, the ends uf the circuil are usually
denoted the originating and terminating end.

The tenninallng end of the circuit provides a voltage acr05S Tip and Rin~. In the idle state, the
originating end pl'e:len[!\ a high resistance across Tip and Rina. Tu request service, the
originating end places a low resistilnce across the conduetor!\. The lcrnlinatinl end s;;n~l'i the
resultant loop current. 1b signal towurd the orisinating end that, for instance. it is rClidy to
alA;ept address digits, the terminating cnd reversto's the polarity acros!; Tip and Ring.

The oricinoling ~nd can return to idle by removing the Jow re~islltnce acru!;.... Tip and Ring. If
properlyequippect. the originatingend can sense a reversal ofpolarityaun indication of return
lO idle by the: terniiJlacinl end.

Reverse - Batterycircuits. with the 0!iginiltinl end at the MDF, are oflcn u!licd to provide Direct
Inward Dialing (DID) trunks to PBX'5 located behind the End User Inlerfaa:. Section 6.4
contains signaling requirementS for such an arrangement.

~ The term "nne-way" indicates that it trunk can only be originated from ont! end the
voice - frequency capability is bi -directional.
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5.1 Soppontd SilO.llol and Interlace Comblnadons

Thc foUowinc siln.ling and interfllce combinations arc supported on ee"isncd Unbundled
Voice Loops.

Number or Wins Sipatiq Optioa.

Z Loop-"tart signaling - office end at MDF

1 Ground-stan $ipalina - office end at MDF

Z Reverse - Battery - on,inatina end at MOP

4 Loop-~tarl siln.ling - offace cnd at MDF
4 Gtound-start sianaJmg - office end at MOF

6. Signalina Requirements for Desi8necl Uabundled Voice Loops

6.1 Gt!nerlll

When metallic facllitil!s are employed. sIgnaling and supel'\li:liioo j!; dependent, ofcourllC. on the
~ourcc voltaic (provided by either thc CLEC equIpment or BST eqUipment to whIch the loop
i~ connected), and the total circuit resisto&nce. in practically all cases, the loop n,;sistance (the
sum of the resistanc.:e of both tip and rina) is less tban 1'00 n. The de rc"istance hetween the
tip conductor aDd &round and the rina conductor and around shall each be greater Ihan lOOK
ohms.

Except for instance!ii within ringin~ burst (as desaibcd below) the CLEC shall not apply
voltages to either conductor that are positive with rcsJ)C':tto &round. Current supplied by
CLEC equipment shaH be Ie"" than 1SO mAo Voltages from either conductor to ground shall
he more po"itive than -80 Vdc.

When OLC is employed, botb the OLC SYSlen1 and the CLEC must employ compatible
signaling. The following requirements arc intended to ensure such comparihility. when the
loop i:'l prOVided via OLe or "i. metallic facilities.

The following reqUirements apply to both two-wire and four-wire interfacc~ For purro~es
of clarity. the requuement.. arc base,d on EWo-wire interfaces. When four-wire interfaces are
employed. referencc!ii andlor measurements to Tip apply to tbe; common mode (simplex) path
via both Tip and Ring. Similarly. references andlor mcasureml,:nl~ to Ring apply 10 the
common mode (simplex) pmh v;a Tip I and ltina t.

6.2 Loop-Start - Office End at MDF

6.2.1 <rfneraJ

A Ocsianed Unbundled Voice Loop prOVided via OLe may not support di!\tinctive ringing or
forward disconnect.

6.2.2 MOf Interrace

6.2.3 Idl. State

In the idle !\tate, the CLEe eqUipment shall provide an open circuit Tip-to-Ring yoltage
between 42.5 and 80 Vdc. The Ring shall be ncaativc:, relative to the Tip. No positive voltage
- relative to around - shall be applied to either conductor.

Pace'
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In the idle Mate, the loop shaU provide t& de resistance at the MDF meetine either of the
following requirements:

• A de resistance between Tip and Rin, ~ 10,000 n (loop provided via Ole). or

• A lie resistaru.:e between Tip and Rift' ~ the par:LIlel combmalion of the fonowmg:

• lhe series combination of the on- hook de re"i5tance of c;onnccted
equipment at the End User Interface and the de resistance of the loop, and

• a teakage resistance of 100,000 n
6.1.4 Alertiag State

In the alertina state, the CLEC equipment shall ahernately apply a ringing signal and the
normal idle-stutc potential. The ringing signallihaU be applied to the Ring conductor. The
voltage on the Tip condl.&Ctor. relat;ve to Ground shall be berween 0.0 and -~.O Vdc. In any
s~-second period, there shall he ut least three contiouoUli secondli of the normal idlc-)t"te
vollage. The ringUlI silllal shall consist of an ae signal superimpos~d on a de !lignal.

The requirements of the ac component are as toIJO'MI:

• The frequency maJJ be 20 ± 3 Hz.

• The magnitude !ihaD be betwet:n 84 and 104 V""".

• The waveform shalt have it peak-to-nns ratio between 1.3S and 1.45.

• The ae l,;urrent into a line shall be limited to Jess than 220 mAo

The potential of the de componcn~ shall be between - 36 and 56.6 Vde. relative to ground.

The CUlgina c;ignal (ac component + de component) shall be applied to the Ring, wlth a source
Impedance so 500 n. Ground shalJ be applied to the Tip, with a source imped<incc ot s ,5UO
O.

The ringing ~i&nal shaU be removed within 200 milliseconds after the li"c has gone off-hook,
as derined below. The ringing ~1&naJ shall not be 'tripped' wh~n ringing into the parallel
combination of the following:

• 1O.Q()(fO ot de re~isUll\ce

• a 2 s.a.F capacitorlhe series combination of 1386 nand 20 IJF (sUnulating S hridged
ringen)

• the series combination of 1386 g and 20 f.lF (simulating 5 bridged ringcr.\)

6.2.5 orr-Hook State

The CLEC equipment shaU recognize a resistance of 1900 n C\t"plied between Tip lind Ring.
at the MDF a.e; off- hook. For interoperahility with loops with rcsilitance Kreater than 1500n
the CLEC equipment shall recognize a resistance of 3200n applied hetween Tip and !ting at
the MDF a~ oft-hook. In either ca8C, the CLEC must provide at least 20 rnA through the
limiting resistance.
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The CL.I~C shall also meet the following requirements:

• The power delivered to any load via Tip and/or RUt, shall not exceed 2.5 W.

• The current prOVldtd, via Tip and/or RiDI. shll&ll DOt eKeed ISO mAo

In the off-hook Sllte. Lhe loop shaJi provide l& de reiistance at the MOf meetin. one of the
follOWing requirements:

• A de resistaocc between Tip and Riftl ~ 1150 a (loop provided via DLC). or

• A de rcsi5tance between Tip and Riog s the series combination of the off - hook
dc re5islance of connected equipment ul the End User Interface and the de
rC:>ISlance of the loop.

6.1.6 End -lJser Interface

Si~naling provided by connectinc equipment at the End U~r Interface shall meet the
Customer Installauon requirements in ANSI Tl.401-1993. The: loop shall mcet thc nctwork
requirements in ANSI Tl.401-1993.

6.3 Ground-Start - Olnce End at MDF

6.3.1 Genenl

This arranaement is commonly used to ~uppon two-way trunk.' providing switcb~d access to
PBX's.

A Oe!\lgned Unhundled VoiCl: Loop provided via OLC may not support dil'tinctive nnging or
forward di!iconncct

6.3.2 MDF loterface

6.3.3 Idle Stille

In the idle stille. the CL.EC equipment shall provide an open circuit Rina-tO-lfound voltage
hctween 16 and 55 Vde. The Ring ~hallbe negative, relative to ground. The de resi"tanCC from

ip to ground "hall be ~ 50.000 n.

In the idle state. the loop shaJJ provide a de resistance at the MDf meetiDl one of thc following
requirements:

• A de rellistanec from Rinl to Ground ~ 10.000 n (loop provided via OLC), or

• A de resistance from Ring to Ground ~ the paranel combination of the fol1owinl:

• the ,;cries combination of the ck resistance {rom Ring to Ground at the
End User lnterfilcc and 'h of the de re!listance of the loop, and

• a Icabge resistance of 100,000 n
6.3.4 Alerting Stote

The CLEe shall meet the requirements of 6.2.4.

Pace 11
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6.3.5 Seme:e Request State
To initiate: a caU. the end -user pl61ces a low reilstancc from Rif'll to Ground. When a resistancc
of ~ 580 n is placed from Ring to Ground at the End User Interface. the loop ~haU provide
a de re~lstance al tbc MDf meeting one of the foUowinl requirements:

• A de resistance from Ring to Gro\lf'ld :Ii 900 n (loop provided via DLC), nr

• A dc resistance from Rin. to Ground :Ii the t.eries combination uf the de:
rcsistan~e (roUl Rin. to Ground ill the End User Interface and '/z of the dc
resistance uf the loop.

6.3.6 Off- Hook State:

Upon applicahon of the Rin.around ,n the Service - Request State. the CLEC equipment ~haJl
pruvide a current-feed intert'ace meeting the rcquiremcnLS of 6.2.~.

The loop shall prescnt a de resistance across Tip and Ring meeting the requirements of 6.2.5.

6.3.7 End-U.... lntmate

Si;naling provided by connectin& equipment lit the End User Interface shall meet the
Customer InstaUalion requirements in ANSI Tl.401-1993. The loop shall meet the network
requirements in ANSI Tl.401-1993.

6.4 Rev.n. - Battery - Oricin.tinl End at lb. MDF

6.4.1 MDF Interface

6.'.2 Idle Stale

In the idle state. the CLEe equipment shaU maintain a de resistance froan Tip to Ring, Tip to
Ground. Clnd Rmg to Ground ~ 22.500 n .
If the loop is provided via DiJitai loop Carrier. the loop shall prov'de at least 36 Vdc between
Tip and Rin,. with the Tip p<l!iitive with respect to the: Ring, in the idle slat~.

6.4_' Seimre

The Originating end ~i&na!s an off- hook (seiZure) by placing a low rC5i~tance between Tip and
Rin,. In this state, the cue equiprnent shall provide a de resistanc;c between Tip and Ring
s670n.

The current provided by the loop (with CLEC equipment attached that medS the above
requirement) shall meet the following requirement:

• If the absolute value of the Tip to Rin& voltage is :i! 33.8 Vdc. the current ~hall be
at lea~t that produced by a 36 Vdc source: in series with 135 n .

• It" the ab~lutevalue o{ the Tip to Ring voltage ~ 29.5 Vdc. but < 33.~ Vdc. the
cunent shall be at least that produced by a 41.7 de source in serics with 4~9 Cl .

• If the absolute valuc of the Tip to Ring voltaiC < 29.5 Vdc, the current may be as
InwasOmA.

Pa~12
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6....4 Renne- BIlue" Slate

The Tcnninatingeod sienaIs an off- hook by revers",. the polarity of the voltAge :lpplied ..cross
Tip and Ring. Tn ttus st3te, the ClEC equipznc:nt shall maintain a tJc resistance of s 670 {1

acro~sTip find Rin•. In this stDtC. the loop shall meet the requiJ'c:menu of 6.9..1'.

6.4.5 End User Interface

Signaling provided by connecting equipment OIl the End User Interface shaJi meet the
Customer [nstaUation requiremcolS in ANSI Tl.40~-1996. The loop ~hall meet the network
requiremento; in ANSI Tl.40S-1996.

7. Voice- Freque1lC)' lTansmiaatoa Requirement.

7.1 Geac:rul

When Loop- Slart or Groufld -Stilrt signaling Ili employed, the (011owing ~pec;it'icat;ons arc
supportw only durin& the off-hook state. These specitications apply to other Designed
Unbundled Voice loops. regardless of the signaling Itate. Specifically, the tran~mis.~onof
Caller-ID. or similar signals, is nOl ~upported on any Unbundled Local Loop. ANSIIII!EE
743 -19lJ15 contatnS requirements for instrumentation nece!i$~ry to measure cornflliancc with
the followirig requirementll.

7.Z lnsertioD Loss

The following specificalion~ apply when measured with a <JOe) {) AC impedance at the MDf
aDd a 600 n AC impedance at tbe End User Interface:

• The in~rtlon lo~o; at 1 kHz, shall be 10 dB:l or le~.

• The in~ertion loss, at 2,8 kH7., shall be DO greater than QdB above that at 1 kHz

BST does not ~UPpO" transmission on Clny Designed Unbundled Voice loop Itt frequcncies
helow 300 Hz or above 3.0 kHz.

7.3 Noise

The idle-channel noise shall be less than 30 dBme.

The Si,"al to C-Notehed Noise Ratio~h311be at least ~2 dB, when measured with a -13 dBm
holding tone.

J This loss assumes loop resistance of less than 1500 n. Where the loop rcsistaocc of a BllSic ,
Unbunuled Loop or 11 Designcd Unbundled Voice Loop exceeds 1500 a, the itlscrtilm loss may be
all high as 15dB Ilt 1kHz.
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7.4 Noise-eo-Cround

The Noise-to -Ground parameter has two spccific..tiofts. When mca.'uredwith II C- mCS5llgc
weighti"l filter. it should be less than 90 dBme. When measured with a hieh-impcdance
voltmeter. it "hall not excecd '0 V (126 d8rn).

NOTE: While dB,... il in unitl of power, both of eheR requin....nts h,.okrc "OItacc
measurement, 1ritb re.alta dbplayed in UDiel of power, allUmi". lbac the vvltale
i. across a 600 0 rai.tor.

The longitudinal balance (longitudinal to metallic conversion loss) of any metallic component
ot the loop sbll be at lealOt 50 dB for frequenC'ies up to 1 kHz. The longitudinal balance of
interconnected CLEC cquipmenc shall c~ed 60 dB at any frequency up to 1 kHz•. 1"his
parameter may be mCilSurl:d using ANSI/IEEE 455-1985.

7.5 Voiceband Data

8ST does not lUilrantee that a Designcd Unbundled Voice Loop will be suitable: for analos
data or Facsimile transmission. If a customer i~ able to ~nd and receive data. SST does not
iuarantee a data rate.

7.6 Si,na' Power

The power of the voicehand silnal. at either the End U~r InLCrfacc or the MDF. !Ihall.not
exceed -Q dBm. whcn averaged over any 3 lIccond perill<!o

The out-of-band :>igm.l power shall meet the out-of-band signal power limit" in Section
68.308 of fCC Part 68 requirements. Tn the event that connected eqUipment is not regIstered
under Part 68. thIS requirement shaH 'till apply.

8. Disital Unbundled Loop

8.1 Genen)

A Di&Jlal Unbundled Loop provides a channel that can !;uppon one of a de~ribed ,et ot digital
lransmission schemes. These schemes include lhe following:

• Digitil Baseband at C)4 kbps
• Basic Race Access ISDN
• Hiah-Bil-Rate Di~ta1 Subscriber Line

• OSl
• OS3

Requirements for the first three are described below. Requir~n\ents for Digital Unbundled
Loops at the DSl and DS3 rates are identical to tbose a~~ialedwitb lariffed SST seIYice
offerings.

Page 14
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8.2 Dicical Ba.....ad at 64 kbpi

8.2.1 Interface.

The interface at the MDF is ~ 4-wire interflt.CC. described is a DS-OA interface in Bellcore
TA-TSY-000077. The End User Interf~ is a 4-wire interface descrihed in ANSI
Tl,4 H)- 1992. Sign."ts applicu at either interlace shU meet tbe rcquU'emcnt~ of these
documelus.

8.2.2 Tran~port

The loop facuity may be provided via metaUic facilities. OLe. or both. The insert\on lo~c; of the
metallic (;a¢iliry. measured at 28 kHz between 13:5 Q terminations. shall be le~slban 40 dB. DC
si&naling, in the simplex path. is only supported to Ute estent neces~ryto provide maintenance
functions as described in BeUcore TA-TSY-OOOO77 and ANSI Tl.410-1992.

8.3 aasic Rate AceCliS ISDN

8.3.1 Interfllce~

The interface at both the CLEC (collocated or elsewhere) and the End U~r Interface is iI

2-wire interface as defined in ANSI TJ.601-1992. The ~upp«)rtedananccment involvc§ an
NT at the end - user and an LT provided by thc CLEe. No oLhcr arranccmcnt'i arc suppurtl,;d.
Signals applied lit either interface shaU meet the requirements of this document.

8.3.1 Traasport

The loop facility may be provided via metallic facililics. OLe. or both. The insertion loss of the
metallic facility. measured at 4() kHz. shaJJ be less than 42 dB. No de speciticarions ,m~

~upponed. Scaling current - even If not provided by the cue equipment (LT) - may be
proviued. but l~ not guaranteed.

8.4 HDSL-aapable

8.4.1 Avaitability

ThIS channel is nOl available when DLe is employed. This ebannd is not available if the loop
facUitie5 do not meet Carrier Serving Area (CSA) guidelines :\~ described ill Committee Tl
Technical Rc.:port No. 28.

8.~.2 I"terfaces

At rhe CLEC's request, either a 2-wire or 4-wirc channelwill be provided. The ~jlnajapplied

at either interface shall meet the foUowinl sJX,:cifications:

• The averilge silllal power shall not clCCcd +15.0 dBm acto~' 100n.
• The PSD shaU not exceed -38 dSmlHz from 0 Hz to 196 kHz. -89 dB/decade

attenuation from -38 d8mIHz at 196 kHz to - 118 dBmlHz atl.96 MHz. and
-118 dBmIHz above 1.96MHz.. This requirement shall he met when n'i'ca.c;urcd
with a 100 0 lcnmnation.
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1.4.3 l'raDSport

The loop facility conAists of only metallic facilities meeting CSA dcsiln guidelines as
documented in Committee Tl Tecbnical Report No. 28. The de rC:'1i!'tance of II sinale wire pilir
should not exceed !SSO n The insenion loss of a pQir 3t 100 kHz, mca~ured between 13S 0
lennanationll, shaJl not exceed 35 dB.

9. Electrica' Dilturbances

Unbundled Local Loops may be exposed to eleclricalsuracs from lightning and commercial
power SYlirem disturbances. Despite protective dev;ces on tbe MDf. some of lhcse disturhances
lire likely to reach CLEC equipment. CLEC equipment shad be designed to withstand certain
surges without being damaaed, and shall fail in a safe manner under infrequent hiatt stre~.

The prevalent \foltage -limiting device avcu1able for CO use is lhe 3- mil carbon block. The:
performance of thelie devices can best be eharactcri7.ed by a normcU distribulion function. The
upper 30 firin, voltage is 1000 volts peak under surae conditions. The protector may also limit
- to about 350 mAover extended period!' - the curr~nt that.s pcrnlittcd to flow to equipment.
In addition. a proteclive fuse cable located outside the CO incorporating 24 or 26 AWn
conductors to coordinate with the protector. serves to limit current to !\afe levels in the event
of prolonaed operation of the prolcctor durina power fault conditionlJ.

10. ANNEX A.

Chara(teristics oln. Cable(s) Indlnr Wirinl Componellt

The cabling and/or wire: hetween the MDF interface and the collocated CLEC I.:quipmenl (if
any) is not a component of the Unbundled LUCilJ Loop. It i5 an unbundled el~ment. Th~

following sp~cificatlonsapply:

• The total length should he less tban 1500 feet.

• The dc resistance should be h:$s than 80 ohms.

• The insertion loss. mCliSl.lred between 900 0 tenninations at 1 kHz. should be 0.5
dB or less.

• The npisc shall be 15 dBmC or less.
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Louisiana Workshop
Collocation Intervals

Introduction

BellSouth has a two phased process for providing collocation: the Application/Inquiry phase and
the Firm Order phase. Both phases use BellSouth's Application and Firm Order document.
BSTEI. Attached for your reference are BellSouth's Physical Collocation and Virtual Collocation '.
Applicationllnquiry documents and line by line instructions for each. A brief scan of these
documents will indicate the detailed information necessary for BellSouth to evaluate its ability to
provide adequate space, power, ventilation, cooling and network infrastructure components to
support each collocation request

The work required for BellSouth to fulfill a collocation request may generally be divided into two
categories: Network Infrastructure work and Space Construction work. Network
Infrastructure work includes items such as, but not limited to: placement or extension of cable
racking and support structures; extension or addition of power distribution facilities and
emergency generator back-up; placement of terminating equipment; and the location and/or
placement of central office equipment grounding planes. Space Construction work may include,
but is not be limited to: certified architectural engineering design work; certified architectural
engineering drawings prepared and filed with the local municipality; approved building permits;
common area wall construction; addition or upgrade to heating, ventilation, air conditioning
(HVAC) systems; extension of HVAC ductwork; placement of mechanical controls and electrical
outlets; placement of lighting; enclosure wall construction; building modifications for fire code
requirements (e.g.~ fire exit corridors); asbestos abatement; and municipality required
construction in order to receive building permits/certificates of occupancy. Typically, the time
interval required to design, order and install Network Infrastructure components exceeds the time
interval required to complete the design and construction of Space Construction components.

Application Response Interval

BellSouth commits to respond to requests for physical collocation within 30 business days and to
requests for virtual collocation within 20 business days. BellSouth works closely with customers
to establish priorities for their request when there is a need to process multiple applications within
the same time frame. Response intervals for multiple applications are negotiated based on the
priority established by the requesting customer.

AT&T asserts that five business days is a reasonable time period to respond to a collocation
request. It is not technically feasible for BellSouth to complete the review, assessment, and pre­
planning activities necessary to provide a complete response to a requesting carrier within the
five days proposed by AT&T. BellSouth's Application response interval includes reviewing the
request(s) for completeness, a technical review and response by the local network operations,
capacity management and property management team, conducting a site visit for space
availability and allocation, preliminary network infrastructure planning (so that cost and interval
estimates can be developed), consultation and pre-design with the design architect. and
preparation of space construction cost and timeframe estimates.

Collocation is not a simple exercise in space allocation, as AT&T might lead one to believe. Each
central office is different. Each new collocation request presents unique challenges that require
thorough planning. To prevent harm to BellSouth's and other collocators' networks, BellSouth
must thoroughly evaluate and plan for such diverse elements as equipment heat dissipation,
power consumption, floor loading, and network infrastructure utilization, and must screen the
collocation request for compliance with Network Equipment Building Safety (NEBS) criteria and
.eo.tJjpmel'\t.~c~~~
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Collocation Interval.

Following is brief discussion of the process BeliSouth uses to evaluate and respond to each
application request for collocation. BeliSouth has dedicated a Collocation Coordinator for each
customer group to serve as a single point of contact for collocation requests. BellSouth does not
process one application at a time. Most of BeliSouth's recent experience has been the receipt of
15-60 applications from a single customer on the same day. Nonetheless, BeliSouth endeavors
to process each request as quickly as possible and within the agreed upon time frames.

Upon receipt of an application, the Account Team Coordinator reviews the Application document
for completeness and accuracy. If the Application is complete and BeIlSouth has received the
Application Fee, the Coordinator distributes the BSTEI-1 to the following BellSouth
interdepartmental representatives for review, planning, estimating and response:

• Interconnection Network Acce•• Coordinator: negotiates interconnection, acts as the
state-specific implementation manager

• Capacity Management (Which includes three disciplines: common systems, power capacity
and circuit capacity): allocates equipment floor space, determines terminal equipment
requirements, pre-plans tie cable requirements, evaluates cable support structure routes and
availability, determines Point Of Termination equipment requirements, evaluates collocator
power requirements to determine if existing power plant capacity can accept additional load.
and prepares estimates for network construction intervals and costs based on pre-planning
work; provides cabling distances from proposed collocation site to the termination equipment
and to the power feeder fuse bay

• Property Management: determines building floor space availability in concert with Capacity
Management, prepares preliminary construction design. develops design and construction
cost estimates, and provides interval projections; .'

• Outside Plant Engineering: reviews entrance facility capacity and performs placement
review; provides access manhole locations and cable distances

• Central Office Operations: general planning and review.

Based on the space and infrastructure analysis from the interdepartmental team. BeliSouth
responds to the Application Inquiry in writing. The response contains items such as space
availability, a floor plan drawing showing the proposed arrangement location within the BeliSouth
premises, technical parameters (such as cabling distances), interval and cost estimates for both
network infrastructure and space construction (known collectively as Space Preparation),
technical contacts, and next step procedures.

BeliSouth has encountered a unique set of circumstances in each of its central offices where
collocation has been provided. This fact prevents the so-called ·cookie cutter" approach to
providing collocation. These unique factors contribute to the overall time required to evaluate a
request for collocation and, ultimately, to prepare a collocation space for a requesting collocator.

Provisioning Interval

BellSouth begins its provisioning interval upon receipt of a complete and accurate Firm Order
document and payment of the agreed to fees. Because BellSouth's design specifications cannot
be finalized until BellSouth has obtained the collocator's complete technical and spatial
requirements, building construction and infrastructure provisioning can only begin after an
accurate and complete firm order is received in writing from the requesting collocator. BellSouth
will complete construction of Physical Collocation space, under ordinary conditions, as soon as
possible, but within a maximum of 120 days of receiving a complete and accurate Bona Fide Firm
Order, excluding the time interval required to secure bUilding permits. For extraordinary
contiitions,'tSe1T5oum Wffi compiete conStruction oTlne pnysical coiloccr.1on space as soon as
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possible, but within a maximum of 180 days of the receipt of a complete and accurate Bona Fide
Firm Order (also excluding the time interval required to secure bUilding permits). BellSouth
defines extraordinary conditions as a major BellSouth equipment rearrangement or addition;
significant power plant addition or upgrade; major mechanical (HVAC) addition or upgrade; major
upgrade necessary for compliance with the Americans with Disabilities Act compliance (e.g.,
addition of an elevator); hazardous materials abatement.

Virtual Collocation space, when prepared under ordinary conditions. will be completed within 90
days, excluding any permitting intervals. Virtual Collocation space prepared under extraordinary
conditions will be completed Within 120 days. excluding any permitting intervals.

BellSouth has committed to collocation provisioning intervals for all activities that are within its
control to complete. The interval to secure the appropriate govemment permits and/or licenses
and the collocator's equipment installation interval are accordingly excluded from the overall
interval commitment. The provisioning interval starts with receipt of a complete and accurate
(bona fide) Firm Order, including payment of appropriate fees. The interval clock stops on the
date BellSouth files a request for building permit(s) with the municipality and resumes on the date
the permit is approved by the municipality. In its standard Collocation Agreement, BellSouth
commits to file its request for permit within 7 days of the completion of design work. Moreover,
BellSouth has an affirmative interest in expeditiously completing design activities because the
time interval between the bona fide firm order receipt date and the date a permit is filed is
included in the overall interval commitment.

Regarding the collocated equipment installation interval, a ClEC separately negotiates the
logistics of the collocation equipment installation and arranges for payment of engineering and
installation services directly with its chosen certified vendor. BellSouth is not involved in the
business arrangement between the collocator and its certified vendor and therefore does not
include the collocator's equipment installation-related activities in its interval commitments.
Because BellSouth provides a turn-key collocation offering, BellSouth includes in its interval
commitment the time required to engineer, furnish and install any BellSouth network infrastructure
(e.g., DSX, POT bay, cable support structure) or power equipment and facilities necessary to
provide collocation. As stated above. these network infrastructure components generally require
a longer timeframe to complete than the space construction work activities.

Based upon the availability of the collocator's personnel, a joint coordination meeting (or other
method of joint planning) is held between BellSouth, the collocator and the collocator's
engineering and installation vendor within a minimum of seven days and a maximum of twenty
days following BellSouth's receipt of a Bona Fide Firm Order, unless an alternative time frame is
jointly agreed upon by the parties. The purpose of this meeting is to finalize the construction and
infrastructure design for specific customer requirements and to negotiate actual provisioning
interval timelines.

Immediately following the coordination meeting, BellSouth and its contractors complete
architectural and infrastructure designs, file building permits as required, and begin infrastructure
work. Building construction may not begin until building permits are received from the local
municipality. BellSouth is proactively working with a number of local municipalities throughout its
region to overcome roadblocks in the permitting process. As stated above, the time interval
required to design, order and install Network Infrastructure components typically exceeds the time
interval required to complete the design and construction of Space Construction components.
For instance, in cases where additional power plant construction is required, as a general matter,
building codes specify that the power plant work within the collocation area may not begin until
space construction has passed inspection and a Certificate of Occupancy is issued for the newly
constructed space.
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Placement of the collocator's equipment may begin as soon as BellSouth's space and
infrastructure work is complete. BellSouth identifies this date as the Space and Infrastructure
Complete Date. Depending on the particular conditions at a given central office and provided the
space is adequately secured, BeIlSouth may, at its discretion, permit the collocation equipment
installation to begin prior to the Space and Infrastructure Complete Date. In such cases, the
collceator must sign a liability waiver before equipment installation work may begin, addressing
potential damage to equipment or injury to collocator personnel as a result of ongoing
construction related activities, debris or obstructions.

Since collocation is provided in existing structures, each of BellSouth's central offices presents a
unique set of circumstances such as available space for collocation, amount of construction work
required, the complexity of the permitting process in a given municipality. the adequacy of
existing power equipment capacity, and the sufficiency of existing heating and air conditioning
facilities. All of these factors and others contribute to the overall time required to evaluate and
respond to collocation requests and to prepare a collocation space for a requesting collocator.
BellSouth stands ready to perform all this work as soon as possible, and at a maximum within the
agreed to time frames.
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For BeliSouth Use Only:
BellSouth Reference Number·
Inquiry Receipt Date:
Firm Order Confirmation Date:

Issue:

EXPANDED INTERCONNECTION APPLICATION
AND FIRM ORDER DOCUMENT

@8ELLSOUTH

BSTEI-1-P
Page 1 of 12
3/13/98

1. CUSTOMER INFORMATION

Company Name ACNA _

Company Address City/State/Zip _

Jurisdictions: Intralata _ Intrastate _ Interstate __

Signature date of local interconnection agreement with BellSouth:

Signature date of physical collocation agreement with BellSouth:

COllOCATION PROJECT COORDINATOR

Name E-maillintemet Address _

Mailing Address City/State/Zip _

Telephone # Pager # _

2. REQUESTED EIS LOCATION

Facsimile # ___

Wire Center Name ClLl Code _

Street Address City/State/Zip _

3. TYPE OF INTERCONNECTION ACTIVITY

Initial arrangement installation
____ Augmentation to an existing arrangement
_____ Existing arrangement, equipment change and/or wiring changes
_____ Existing arrangement, partial equipment disconnect and removal
_____ Existing arrangement, complete equipment disconnect and removal
_____ Conversion of existing virtual arrangement to a physical arrangement
_____ Interconnection of collocation arrangements within this location

4. FLOOR SPACE REQUIREMENTS

A. Equipment enclosure Yes No
B. Equipment enclosure to be constructed by BellSouth Yes No
If yes to A or B, enclosure floor space requirements . square feet
If no to A or B, non-enclosed floor space requirements square feet
Augmentation - Additional floor space requirements - enclosed square feet
Augmematlon - Xddttionai i100r space requ11'emems - non-enclosea ~-qu-dre l~t:H

Provide via attachment a proposed equipment floor plan layout which will aid BellSouth's understanding
of the space requirements for the equipment to be placed in the location.

Private/Proprietary: Not for use or disclosure outside BellSouth except by written agreement.
Copyright 1997 BELLSOUTH. All rights reserved.



3ellSouth Refe(~nce No. _

EXPANDED INTERCONNECTION APPLICATION
AND FIRM ORDER DOCUMENT

@BELLSOUTH
BSTEI-1-P
Page 2 of 12
3/9/98

5. EQUIPNIENT TO BE INSTALLED OR REMOVED
Complete columns 1 though 11 for all equipment to be installed or removed. Duplicate this table as required.

1 2 3 4 5 6 7 8 9 10 11
.'

Total Heat Total -'f8V DC
Rack VendorlManufacturer Model" Descnption Existing Add Remove Total Dissipation Power NEBS
No. & Contact Number No. Quantity Quantity (WATTS) Requirements VeslNo
(A) (AMPS) (B)

..

A: ~'how rack number on the attached floor plan layout.
B: (ices this equipment meet the following Bell Communications Research Network EqUipment-Building Systems (NEBS) requirements?

• Criteria Level 1 requirements as outlined in the Bellcore Special Report SR-3580. Issue 1.
• Equipment design spatial requirements per GR-63-CORE, Section 2.
• Thermal heat dissipation per GR-063-CORE. Section 4, Criteria 77-79.
• Acoustic noise per GR-063-CORE. Section 4, Criterion 128
• Applicable National Electric Code requirements.

Enter a '1 ES or NO. If NO, attach a separate document listing specific explanations for each equipment type and reasons for NEBS and/or National
ElectriC C.ode noncompliance.

Pnvate/Proprietary Not for u~~ ~r_d~~~I?~~~e .?~!~I~«;.,~,';.I!~O~I.~ _~~~p~_~~ ~~~en agreement
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@BELLSOUTH
BSTEI-1-P
Page 3 of 12
3/9/98

Quantity of racks: _
Quantity of racks: _

6. EQUIPMENT RACK/BAY REQUIREMENTS FOR NON-ENCLOSED EQUIPMENT
Completion of this section is not required if the enclosure option is selected.

Rack(s) for initial equipment installation.
__ Add rack(s) to existing arrangement.

Existing rack location: _

Remove rack(s) from an existing arrangement. Quantity of racks: _
Rack addition not required for this application.

Rack 1 Rack 2 Rack 3 Rack 4 Rack 5 Rack 6 Rack 7 Rack 8

Rack Width

Spacer Width·

Rack Depth

Rack Height

Location

Equipment F R F R F R F R F R F" R F R F R
Overhang

* If required.
Equipment Overhang: F =Front, R =Rear Indicate the number of inches that the equipment depth
exceeds the rack depth on the front and/or rear of the rack, if applicable.

Total footprint area (width x depth) of all racks (and spacers) to be installed for this application
, Square feet

7. -48V POWER AND GROUNDING

Completion of this section is required if -48V telecommunications equipment power is to be
provided by BST. Power plant construction requirements and costs will be based upon the information
provided. BST can provide -48V DC feeders configured to power equipment installed as part an isolated
single point ground or as part of the bUilding integrated ground plane. Isolated ground power options
are addressed in section 7B. Integrated ground power options are addressed in section 7C.

7A. Does any of this equipment require an isolated ground plane and associated power supply grounding
as described in Bellcore Technical Reference TR-NWT-000295 and BellSouth Engineering and
Installation Standards for Central Office Equipment TR-73503?

7A1. Yes _ No _ If yes, complete section 7B.

Will any of this equipment be installed (and grounded) as part of the building integrated ground plane
(Le. not part of an isolated ground plane)?

7A2. Yes No _ If yes, complete section 7C.

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
Copyright 1997 BELLSOUTH. All rights reserved.
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7. -48V POWER AND GROUNDING continued from page 3.

@BELLSOUTH
BSTEI-1-P
Page 4 of 12
3/9/98

7B. Power Feeders for Equipment Installed as Part of an Isolated Ground Plane

If equipment requires TR-000295 compliant isolated ground plane. the collocator must provide Battery
Distribution Fuse Bay, Power Distribution Frame. or similar power distribution equipment for distributing
power to the equipment to be installed on the isolated ground plane. This SoFS/PoF must be
dedicated to the isolated ground equipment. If integrated ground equipment is also installed it must
utilize one of the power options described in section 7C.

Specify the quantity of the SST provided isolated ground power feeders to the collocator provided
SoFS/PDF. State quantities in multiples of 2 for redundant KA- and KS- feeder pairs (Le., 2 feeders =1 A
feeder and 1 S feeder. Note: All SST provided power feeders to SoFSs/PoFs will be rated at 180
Amps protected at the SST power board by 225 amp circuit breakers.

Existing Additional Total Terminating SoFS/PDF Rack No. per collocator
provided equipment layout

SST will provide power feeder cable support structure between the SST power board and the collocator
equipment enclosure. SST will connect the feeder to the SST power board and run the feeder to the
enclosure. The collocator's vendor will be responsible for constructing power cable
support structure and completing the feeder installation within the enclosure and terminating the cable
at the collocator provided SDFS/PDF.

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
Copyright 1997 BELLSOUTH. All rights reserved.
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7. ~8V POWER AND GROUNDING continued from page 4.

@8ELLSOUTH
SSTEI·1-P
Page 5 of 12
3/9/98

7C. Power Feeders for Equipment installed as Part of the Building Integrated Ground Plane

Collocator may provide or request BST to provide Battery Distribution Fuse Say, Power Distribution
Frame, or similar power distribution equipment for distributing power to integrated ground equipment.

7C1. Colloeator Provided BDFB/PDF

If collocator will provide BDFB/PDF, specify the quantity of the BST provided integrated ground power
feeders to the collocator provided SDFB/PDF. State quantities in multiples of 2 for redundant "A" and
"B" feeder pairs. (Le., 2 feeders = 1 A feeder and 1 B feeder). Note: All BST provided power feeders
to SDFBs/PDFs will be rated at 180 Amps protected at the BST power board by 225 amp circuit
breakers.

Existing Additional Total Terminating BDFB/PDF Rack No. per collocator
provided equipment layout

SST will provide power feeder cable support structure between the SST power board and the collocator
equipment enclosure. BST will connect the feeder to the BST power board and run the feeder to the
enclosure. The collocator's vendor will be responsible for constructing power cable
support structure and completing the feed~r installation within the enclosure and terminating the cable
at the collocator provided BDFB/PDF.

Private/Proprietary: Not for use or disdosure outside BellSouth except by written agreement.
Copyright 1997 BELLSOUTH. All rights reserved.
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@8ELLSOUTH
SSTEI·1-P
Page 6 of 12
3/9/98

7C2. BST Provided BDFB or Miscellaneous Power Board Fuse Positions. (See note.)
Complete the following table for all fuse positions to be provided by BST.

SST Provided BOFB Fuse Position Protection Device Rating (amperes)
Quantity

State quantity in multiples of 2, one "A" and (Max 60 amps)
one "B"

Note: Some BST -48V power boards are equipped with miscellaneous fuse positions. These fuse
positions may be made available for use with collocated equipment in lieu of BOFB fuse positions. BST
and collocator responsibilities as described in this section shall apply to the use of these fuse positions.

SST will provide fuse positions as requested. The collocator must provide the protection devices
(fuses) and the appropriately sized power feeders between the BDFB or power board and the
collocator provided equipment. BST will provide power cable support structure between the BST
provided BOFB/power board and the collocator's enclosure (or equipment if no enclosure is requested).
The collocator's vendor is responsible for the installation of all cable support structure within a
collocation enclosure. The maximum rating for a protection device to be placed in a BST provided
SOFS or misc. power board fuse position is 60 amps. Typical sizes are 10. 15, 30, 45 and 60 amps.
Protection devices should be sized at 1.5 times the maximum load. Quantities should be specified in
multiples of 2 for 1 "A" and 1 "B" fuse position.

It is recommended that all collocated equipment arrangements be configured with a power disconnect
capability. either internal to the collocated equipment frame(s} or via a collocator provided fuse panel. If
no power disconnect is provided. a request will have to be submitted to BST to disconnect power at the
BST provided fuse or breaker whenever power must be removed from the equipment.

70. Framework Ground

BST will provide an interconnection point (ground bar or ground cable extension) for connecting the
collocator provided equipment framework ground to the building principal ground. BST will extend the
floor framework ground connection to a common collocation area ground bar or will extend a framework
ground cable to the collocation enclosure for grounding all equipment to be grounded through the
building integrated ground plane. If a ground bar is placed in the collocation area (adjacent to a
collocation enclosure) the collocator will be responsible for extending a single framework ground
connection from the enclosure to the SST provided bar.
If BST provides -48V battery and battery return feeds to collocated equipment grounded through a TR­
"'G.Q295,oe~;a!1'2lllt..je~!at~'P!~·,!a!?le,~..e1!3l.~~f:~9n;~~"l~~~·s!b!ef£,·
engineering and installing framework grounds from the equipment to the BST provided ground window.

Specific grounding arrangements should be clarified during the BST-collocator coordination meetings.

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
C~yrigh11997 BELLSOUTH. All rights reserved.
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8. ENGINEERING AND INSTALLATION VENDOR(S) Complete for Firm Order.

T E =Transmission Equipment; S E =Switching Equipment

Equipment Type & SST Certified Vendor SST Certified Vendor SST Certified Vendor
Vendor Function Name Contact Phone #

T E - Engineering

T E - Installation

S E - Engineering

S E - Installation

9. COLLOCATION INTERCONNECTION REQUIREMENTS

Do you plan to directly interconnect collocation arrangement(s} in this location? Yes _ No __
Type of cable to be used to interconnect collocation arrangements: Copper Fiber _

The following table must be completed for each requested direct interconnection. SST will provide
cable support structure, if feasible, for the interconnection of two collocation arrangements occupying
non-contiguous space.

Collocation Controlling Collocation Interconnected Collocation Type Quantity of Optical
No. Circuits Interconnect

New Existing Virtual Physical Owner Preferred
Conductor

Rack Loc. Rack Loc. Rack Rack Loc. OSO, Capacity Cable (C)
or or Location or OS1,OS3, of cable or Patch

"ENC' Ene. Loc. Ene. Loc. Optical Cord (P)

:.

When separately owned collocation arrangements are to be interconnected, the arrangement of the
owner requesting the interconnection shall be the "Controlling Collocation".
When commonly owned collocation arrangements are to be interconnected, the owner should
designate one as the "Controlling Collocation". NOTE: The "controlling" owner will serve as the SST
contact on all issues related to the interconnection and will be billed by SST for any and all applicable
charges.

All abandoned/disconnected interconnection facilities must be removed from SST cable support
structure by the collocator's certified vendor when the interconnected equipment is disconnected or
.@Mn~ ~~~t\fy.J.~~~~~~.I;I&.!~..f.';Qr':I •.tGP.~~~~~.lo,,pe..r:e~..per!bis.~lir..ation:

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
Copyright 1997 BEllSOUTH. All righo~s reserved.
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Collocator provided & owned fiber entrance facilities Yes __ No __

A. Complete the table below for each fiber entrance cable to be installed or removed.

__ Add fiber entrance cable(s) for initial installation.
__ Add fiber entrance cable(s) to existing arrangement.
__ Fiber entrance cable not required fC?r this application.
__ Fiber entrance cable to be removed.

Cable # Outside Size of Weight Metallic/Dielectric Cable Tensile
diameter (in.) fiber cable (Ib/kft) load (Ib/t)

Note 1: Outside plant cable must meet the requirements in Bellcore GR-2Q-CORE or TR-NWT­
000020.
Note 2: If multiple entry is requested, please show 2 cables on the fiber entrance cable table. Multiple
entry availability will be provided in response to an application.

B. Complete the table below for each fiber riser cable to be installed or removed.

__ Add fiber riser cable(s) for initial installation.
__ Add fiber riser cable(s) to existing arrangement.

Fiber riser cable not required for this application.
__ Fiber riser cable to be removed.

Cable # Outside Size of Weight Sheath Type Cable Tensile
diameter (in.)- fiber cable (Ib/kft) load (Iblf)

Dielectric

Dielectric

Note 1: Pre-terminated, dielectric, fire retardant riser cable should be provided. Riser cable must meet
the requirements in Bellcore GR-409-CORE.
Note 2: If multiple entry is requested, please show 2 cables on the riser cable table. Multiple entry
availability will be provided in response to an application.
Note 3: Abandoned/disconnected fiber riser cable must be removed by the collocator's'certified vendor
at the time the associated equipment is removed.

__ "!'~~!·e!~,\'.~r-V!Y.s~.lt€E~.

__ Microwave entrance requested.

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
Copyright 1997 BELLSOUTH. All rights reserved.
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Initial installation __ Equipment Addition __ Wiring changes __

Enter the number of eso 2 wire, OS 1, OS3, and/or fiber lowspeed equipment ports that will be wired to
the POT.

Quantity eso POT Quantity OS1 POT Quantity OS3 POT Quantity Optical POT
OSO 2 Wire OS1 Connections OS3 Connections Fiber Connections *

Note: It is recommended that all lowspeed ports not used for connection to other equipment be wired
to the POT.

* Assumes 2 (two) fibers per connection.

Will local trunks and/or unbundled loops be ordered for interconnection to this physical arrangement?
__ Yes No (An interconnection agreement between BellSouth and your company is
required for interconnection of unbundled loops into a collocation arrangement.)

EQUIPMENT WIRING DISCONNECTS

All abandoned/unused cable connections to the POT must be removed by the collocator's certified
vendor when the associated equipment is removed. Indicate the type, quantity, and POT bay location
of the circuits to be disconnected. For partial removals, attach a cable and pair and/or T1TIElT3TIE
inventory identifying specific connections to be disconnected.

OSO POT OS1POT OS3 POT Optical POT

OSO 2 Wire OS1 Connections OS3 Connections Fiber Connections
-

Quantity POT Quantity POT Quantity POT Quantity POT

Additional information:

PrivatelProprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
Copyright 1997 BELLSOUTH. All rights reserved.
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EQUIPMENT WIRING: Name Telephone # _

Facsimile # Pager # E-mailllntemet Address _

TECHNICAL: Name Telephone # _

Facsimile # Pager # E-mail/lntemet Address _

LOCAL COORDINATION: Name Telephone # _

Facsimile # Pager # E-mailllntemet Address _

BUILDING ACCESS: Name Telephone # _

Social Security Number (Required for issuing building access cards.) _

Facsimile # Pager # E-mailllntemet Address _

13. DESIGN LAYOUT RECORD (DLR) CONTACT INFORMATION

A: COLLOCATION ARRANGEMENT IDENTIFICATION CIRCUIT

DLR Contact NamelTitle Telephone # _

Address City/State/Zip _

E-mailllntemet Address _

__ Use mechanized DLR capability via a DRC code. Enter 3 digit DRC code _
__ Use regular mail to provide DLR to the design contact shown above.

-.
B: TIE (T1 & T3) CARRIER(S)

DLR Contact Namemtle Telephone # _

Address City/State/Zip _

E-mailllntemet Address _

__ Use mechanized DLR capability via a DRC code. Enter 3 digit DRC code _.....:.. _
__ Use regular mail to provide DLR to the design contact shown above.

Note! Please be sure the ORC code provided is correct. An incorrect code will "result in improper
distribution of the DLR, possibly causing a delay in the initial ordering of service.
If you do not have mechanized DLR capability, and would like information on how to obtain
mechanized DLR capability. contact your Account Executive.

Private/Proprietary: Not for use or disclosure outside 8eIlSouth except by written agreement.
Copyright 1997 BELLSOUTH. All rights reserved.
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13. C: CABLE & PAIR (050)

@BELLSOUTH
BSTEI·1·P
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Contact NamelTitle Telephone # _

Address City/State/Zip _

E-mail/lnternet Address _

14. BILLING INFORMATION

BAN (Billing Account Number - Provided by BellSouth) _

Billing Name _
(Indicate the legal business name as It should appear on the monthly billing statement.)

Bill DepartmenUTitle _

Bill Address City/State/Zip _

Billing Contact Name _

Address _

Telephone Number Facsimile Number _

List Billing Account Number(s) for other BellSouth communication service(s) _

15. ATTACHMENTS List attachments and the number of pages for each attachment. Provide rack
equipment drawings for the floor plan layout.

Attachment 1:

Attachment 2: ~--------------------------

Attachment 3: _

Attachment 4: _

Remarks:

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
Copyright 1997 BELLSOUTH. All rights reserved.
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Applicant certifies that equipment is in compliance with the following industry standards:
• Criteria Level 1 requirements as outlined in the Bellcore Special Report SR·3SBO Issue 1.
• Equipment design spatial requirements per GR·63·CORE, Section 2.
• Thermal heat dissipation per GR·63·CORE, Section 4, Criteria 77 - 79.
• Acoustic noise per GR-63-CORE, Section 4, Criterion 128.
• Applicable National Electric Code requirements.

J hereby certify that the equipment listed on page 2 in this document meet the industry standards for
safety and compatibility. For equipment which is noncompliant, attached is documentation describing
the equipment, including exceptions or deviations from the above standards.

Signature Date _

Print Name Title _

Company _

Use of Space in Central Offices

From time to time BellSouth may require access to space occupied by collocator. BellSouth retains the
right to access such space for the purpose of making equipment and building modifications, e.g.,
running, altering or removing racking; ducts; electrical wiring; HVAC; and cables. BellSouth will give
reasonable notice to collocator when access to collocation space is required and collocator may elect to
be present whenever BellSouth performs work in the collocation space. It is agreed that collocator will
not bear any of the expense associated with this work.

17. Oates are negotiated during the Firm Order process. For planning purposes. you may indicate your

desired Space Acceptance date:

desired Commencement-date:

_____________ and

_____________ for this arrangement.

The Space Acceptance date will be the date that BellSouth's floor space and infrastructure
construction are complete.

The Commencement date will be the date that the collocator's transmission and/or switch equipment
are operational and ready for service. Notification of the commencement date should be provided by the
collocator to BellSouth in writing.

18. BSTEI-1-P PREPARATION DATE

Inquiry/Application Preparation Date

Firm Order Preparation Date

Private/Proprietary: Not for use or disclosure outside BellSouth except by written agreement.
Copyright 1997 BELLSOUTH. All nghts reserved.
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@ BELLSOUTH

VIRTUAL EXPANDED INTERCONNECTION APPLICATION
AND FIRM ORDER DOCUMENT

1. CUSTOMER INFORMATION

eSTEI-l-V
Page 1 of 10
3/10198

Company Name ACNA _- _

Company Address _ City/State/Zip _

Jurisdictions. IntraLata - Intrastate _ Interstate

Signature date of loeal Interconnection agreement with BellSouth:

COLLOCATION COORDINATOR

Name E-mailllnternet Address ~ _

Mailing Address City/State/Zip _

Telephone # Pager # _

2. REQUESTED vels LOCATION

Facsimile # _

Wire Center Name elll Code _

Street Address City/StateJZip _

3. TYPE OF INTERCONNECTION ACTIVITY

Initial arrangement installation
Augmentation to an existing arrangement
Existing arrangement, equipment change and/or wiring changes
Existing arrangement, software change/upgrade
Existing arrangement, partial equipment disconnect and removal
Existing arrangement. complete equipment disconnect and removal
Interconnection of collocation arrangements within this location

4. A SERVICE DATE IS negotiated among the collocator, BellSouth, and the collocator-selected BellSouth
certified engineering and installation vendor(s) during the firm order process. For planning purposes, you
may indicate yOur des~red service date for this arrangement _

Pnv.teIPropnetary: Not for UN or dildosute Qu&side hllSoultl acept by written agreement.
Copyrigllt , 997 Bl!LLSOUTH. An rigl'lta resetWd.
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)eIlSou'h Reference No. _

VIRTUAL EXPANDED INTERCONNECTlON APPlICATION
AND FIRM ORDER DOCUMENT

@)BB.~U'H

BpTEI·1-V
~lIge 2 of 10
31:10198

5. EQUtPMENT TO BE INSTAlleD OR REMOVED $ Declared Equipment Value

-----r---- ~----- .. ~-- ...----..,.. -- .--~ ---- --,--r----·o... - -- ... - .._-.._- _.. - ..... ----. --,-----..- ..--.- ------ -- --,-.... __.
.'

1 2 3 .. 5 6 7 8 9 10 11 12 13

T«*lHeaI Total -48V DC
OSMIN:: HEOORedl venclD.~ -.. DNaiptlon E.... Add Remove Total OiIsipallo" Power NEBS

No. I Con.8Cl Number No. Quan•., QUllllIly CWATTS) Requiremerltl yftlNo
(A) (APWS) (9)

.-

"

A: Show rack number (as II'ldicated in item 6) on the attached ftoor plan layout.
B Does this equipment meet the folowilg Bel Communications Research Network Equipmettt·Building Systems (NEBS) requirements?

• Criteria level 1 requ,emenls as outlined in the Bellcore Special Report SR-3580, Issue 1.
• Equipment design spatial requirements per GR-63-CORE, Section 2.
• Thermal heat dissipation perGR-063-CORE, SectiOn 4, Cnteria 77-79.
• Acoostic noise per GR-063-CORE, sectIOn 4, Criterion 128
• Applicable National Etectric Code requirements.

Enter a YES or NO. "NO. attach a separate documen~ listing speCific explanations for each equipment type and reasons for NEBS and/or National (i'ectlic Code
noncempliance.

PriYatelPnlP,letary Not fot lIM Of d1sclMU18 Ot4a1de BelSou1t1 exClepl bf w,ln.n 1t1e8menl
copy,lgllt 1997 BELlSourn All ''991'' .etefVed.



SellSouth Reference No. _ @BELLsoun
VIRTUAL EXPANDED INTERCONNECTION APPLJCATION

AND FIRM ORDER DOCUMENT

6. EQUIPMENT RACKIBAY REQUIREMENTS

BSTEI-1-V
Page 3 of,O
3110/98

__ Rack(s) for initial equipment installation. Quantity of racks: _
_ Add rack(s) to eXisting arrangement Quantity of racks: _

EXIsting rack location: _

__ Remove rack(s) from an existing arrangement. Quantity of racks. _
__ Rack addition not required for this application.

Rack 1 Rack 2 Rack 3 Rack 4 RackS Rack 6 Rack 7 RackS

RaCk Width

Spacer Width-

Rack Depth-

Rack Height-

Location

Equipment F R F R F R F R F R F R F R F R
Overhang

• If required.
.. Standard rack depth in BellSouth locations is 12 inches. Depth of collocator prOVided racks must
conform to the rack depth used by BellSouth in the requested location.
_. ColJocator-provided raCk(S) must conform to the rack height used by BellSouth in the requested
location.
ReqUired rack depth and height will be provided in response to an application

Total footprint area (Width x depth) of all racks (and spacers) to be installed for thiS C1ppi;ca:lon
____ Square feet

. 7. ENGINEERING AND INSTALLATION VENDOR{S) Complete for Firm Order

eST Certified Vendor eST Certified eST Certified
Name Vendor Address Vendor Phone Number

Engineering

Installation

PrivatelProprietary: Not for use or disclosure outside eenSouth except by written agreement
Copyrigllt 1897 BELLSOUTH. All rights rMtt\lH.

._<----------<----------------------



ellSouth Reference No. - @8ELLSOUTH
VIRTUAL EXPANDED INTERCONNECTION APPUCATION

AND FIRM ORDER DOCUMENT

8. OPTIONS FOR MANAGING SPARE PLUG-IN EQUIPMENT

BSTEI-1-V
Page 4 of 10
3/10/98

Select one of the following options for managing spare plug-,n equipment. NOTE' Option A IS

recommended to provide the optimum maintenance capability for collocation equipment The
effectiveness of provisioning alternatives to Option A cannot be guaranteed by BetlSouth.

A.

B.

_ C.

o.

_ E.

F.

I will provide a rack mounted storage unit to house spare plug-ins, tools. and test equipment. I WIll
provide a spare plug-in for each type of common plug-in, and two spare plug-ins for each type of
051 and DS310w speed interface plug-in. 'win provide address labels and a pre-paid method for
shipping defective plug-ins from the VEIS location. Replacement plug-in(S) shipped to the VEIS
location will have the name of the plug-in and my company identification on the outside of the
carton.

I will provide everything as indicated in option A, with the exception that I will provide fewer than the
rec:ommended _per. plug-in equipment levele.

I will not provide on-site spare plug-ins. I will ship spare p1ug-ln(s) to and from the VEIS location as
required. using an outside package delivery company. I will provide address labels and a pre-paid
method for shipping defective ~ug·ins from the VEIS location. Replacement plug-in(s) shipped to
the 'lEIS location will have the name of the plug-in and my company identification on the outside of
the carton.

I will not provide on-site spare plug-in(s). My company emplOyees will deliver spare plug-In{s) to
the VEIS location as required BellSouth VEIS location personnel will give defective plug-in(s) to
the employee making the spare equipment delivery.

I will provide a combination of option C and 0 using outside package delivery and my company
employee.

I will not use the options listed above. 'will make the following arrangements as described below:

=



VIRTUAL EXPANDED INTERCONNECTION APPLICAliON
AND FIRM OROER DOCUMENT

@8EL ,._

00 you plan to directly interconnect collocation arrangement{s) in this location? Yes No _ "
Type of cable to be used to interconnect collocation arrangements; Copper Fiber . ~~

I' ,.-4.~

The following table must be completed for each requested direct interconnection, eST Will provide CIbII '"]
support structure. if feasible, for the interconnection of two collocation arrangements occupying non- '4f-

contiguous space. .

9. COLLOCATION INTERCONNECTION REQUIREMENTS

3ellSouth Reference No. _--- -

Collocation Controlling Colloeation Interconnected Collocation TvDe Quantity of Ol)bcaI
No Clrcu;\S ,nterconnect

New Existing Virtual Physical Owner Preferred
ConduetOf

Rack Rack Rack RackLoc. DSO. Cap8elty Cable (e)
Number Location Location or 051,053, of cable or Patch

Ene. Loc, Optical Cord (P)

VVhen separately owned collocation arrangements are to be interconnected, the collocation of the owner
requesting the interconnection shall be the -Controlling Collocation8

•

When commonly owned collocation arrangements are to be interconnected, the owner should designate
one as the ·Controlling Collocation-, NOTE: The "controlling- owner will serve as the BST contact on all
issues related to the interconnection and will be billed by eST for any and all applicable charges.

All abandoned/disconnected interconnection facilities must be removecl from SST cable support structure
by the conocator's certified vendor when the interconnected equipment is disconnected or removed.
Identify the collocalton number from the previous table to be removed per this application: _



BeUSouth Reference No. _ @ BELI.SOUTH
VIRTUAL EXPANDED INTERCONNECTION APPLICATION

AND F'IRM ORDER DOCUMGNT

10. FIBER CABLE INFORMATION

A. Complete the table below for each fiber entrance cable to be installed.

__ Fiber entrance cable(s) for initial installation.
__ Add fiber entrance cable(s) to existing arrangement
__ Fiber entrance cable not required for this application
__ Fiber entrance cable to be removed.

BSTEI-1-V
~og. S of 10
3/10198

Cable II- OutSIde SiZe of Weight MetalliclOielectric Cable Tensile
diameter (in.) fiber cable (Ib/k'ft) Load (lbIf)

Note 1: OUtside plant cable must meet the requirements in Bellcore GR-20-CORE or TR-NWT-000020.
Note 2: If multiple entry is requested, please show 2 cables on the fiber entrance cable table. Multiple
entry availability will be provided in response to an application.

B. Complete the table below for each fiber riser cable to be installed.

__ Fiber riser cable(s) for initial installation.
__ Add fiber riser cable(s) to existing arrangement.
__ Fiber riser cable not required fer this application.
__ Fiber riser cable to be removed.

Cable' Outside Si2:e of Weight Sheath Type Cable Tensile
diameter (in.) fiber cable (lbIkft) Load (lbIf)

DieleCtric

Dielectric

Note 1: Pre-terminated, dielectric, fire retardant riser cable shoUld be provided. Riser cable must meet tt
requirements in Bellcore GR-409-CORE. Riser cable should be pre-terminated in a fiber optic splicing
shelf utilizing SC connectors.
Note 2: If multiple entry is requested. please show 2 cables on the riser cable table. Multiple entry
availability will be prOVided in response to an application.

c: Additional information: __ MUltiple entry points requested.
__ Microwave entrance requested.



BellSouth Reference No _ @BELLSOUTf
VIRTUAL EXPANDEO INTERCONNECTION APPLICATION

AND FIRM ORDER DOCUMENT

11. EQUIPMENT WIRING REQUIREMENTS

BSTEI-1-V
Page 7 of 10
3/10198

Initial Installation _ Equipment Addition _ Wiring Changes __

Enter the number of DSO 2 wire. OS1. DS3, and/or fiber lowspeed equipment ports that will be wired to
BellSouth's OSO, OS1, OS3, and fiber cross-connect devices for this order. (SST frame assignments will
be provided.)

Quantity Quantity auantity Quantity
DSO 2 Wire OS1 Connections OS3 Connections Fiber Connections·

Note 1: To aid BellSouth in determining the number of frame assignments required, provide wiring
scnematics which identify the: cable size, qu.ntity, and lead designations from each lowspeed equipment
port.
Not. 2: It is recommended that aJllowspeed ports not used for connection to other equipment be wired tc
BellSouth's cross-connect devices.

• Assumes 2 (two) fibers per connection.

00 you plan to order local trunks and/or unbundled loops to interconnect to this virtual arrangement'?
__ Yes No (A signed agreement between BellSouth and your company is required for
interconnection of unbundled loops into a collocation arrangement.)

EQUIPMENT WIRING DISCONNECTS

All abandoned/unused cable connections must be removed by the collocator's certified vendor when the
associated equipment is removed. Indicate the type and quantity of the circuits to be disconnected. For
partial removals, attach a cable and pair and/or T1 TIElT3TIE inventory Identifying specific connections to
be disconnected.

Quantity :. Quantity auantity Quantity
0502 Wire OS1 Connections DS3 Connections Fiber Connections

Additional Infonnatlon:



'3eIISouth Reference No. _ \6) I::SI:LL~UUJn
VIRTUAL EXPANDED INTERCONNECTION APPLICATION

AND FIRM ORDER DOCUMENT

12. CONTACT INFORMATION

8STEI-l-V
Page 8 of 10
3'1o/sa

eQU\PMENT WIRING: Name -- Telephone # _

Facsimile # __- __ Pager # E-maillinternet Address _

TeCHNICAL: Name Telephone , _

Facsimile # Pager # __- E-maiVlnternet Address _

LOCAL COORDINATION: Name Tetepnone" _

Facsimile #_--__ Pager # E-maiVintemet Address _

PROVISIONING &MAINTENANCE: Name Telephone" _

Facsimile # ____ Pager # E-malll1ntarnet Address ..__ ----
ACCEPTANCE TESTING: Name_-- Telephone # _

FaCSimile # Pager # E-mailltntemet Address _

13. DESIGN LAYOUT RECORD (DLR) CONTACT INFORMATION

A: EQUIPMENT MAINTENANCE CIRCUIT(S)

DLR Contact NameITitle Telephone # _

Address City/State/Zip __- -

E-maill1ntemet Address - _

__ Use mechanized OLR capability via a ORC code. Enter 3 digit ORC code _

__ Use regular mail to provide DLR to the design contact shown above.

B: TIE (T1 & T3) CARRIER(S)

DLR Conta(.1 Namerrit!e Telephone .. _

Address City/StateJ2ip _

E-mailllnternet Address-------------------_._-----
__ Use mechanized DLR capability via a ORC code. Enter 3 digit ORe code _

_____. Use regular mail to provide OLR to the design contact shown above.

PriYat~ .Not for lIM Of CIiIdosure outside Bell5oua\tx~ ~wnatn agrttmtnt.
Copyright 1997 BELLSOUTH. AU ngtllS~
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VIRTUAL EXPANDED INTERCONNECTION APPLICATION
AND FIRM ORDER DOCUMENT

13. C: CABLE & PAIR (080)

BSTEI-1aV
Page 9 of 10
3(10/98

Contact NameITrtle Telephone # _

Address --=-._ City/StatelZip _

E-maillinternet Address _

14. BILLING INFORMATION

SAN (Billing Account Number - Provided by BeIISouth) _

Bflhng Name _

(IndICate the I~al buslne" name a. it stlOuld appear on t!'le mcnthly r>.1"'9 st-.ment.)

eill Oepal'1mentITitle _

Bill Address _

City/StatelZip _

Billing Contact Name _

Address _

Telephone Number Facsimile Number _

List Billing Account Number(s) for other BeIlSouth communication service(s) _

15. TECHNICAL COMPLIANCE

Applicant certifies that equipment is in compliance with the following industry standards:
• Criteria Level 1 requirements as outlined in the Bellcore Special Report SR-3580 Issue 1.
• Equipment design spatial requirements per GR-63-CORE, Section 2.
• Thermal heat _~issjpationper GR-63-CORE. Sedlon 4, Criteria 77 - 79.
• Acoustic noise per GR-63-CORE. Section 4. Critenon 128
• Applicable National Electric Code requirements.

I hereby certify that the equipment listed on page 2 in thIS document meet the industry standards for safet
and compatibility. For equipment which is noncompliant. attached is documentation describing the
equipment. including exceptions Of deviations from the above standards.

Signature Oate _

Print Name Tltte, _

Company _



BeIlSouth Reference No. _ @ BELLSOUTI-
VIRTUAL EXPANDED INTERCONNECTION APPLICATION

AND FlAM ORDER DOCUMENT

16. L.EASE INFORMATION

BSTEI-1-V
Page 10 of 10

3/10/98

Company name to appear on lease ---' _

Type of Company _

State of incorporation _

Company address to appear on lease _

Mailing Information: Provide the name. title. address. telephone number and fac~iml!c r'\lJl""'lber of the
employee to receive the lease.

Name and title: _

Address City/StatelZip _

Telephone Number Facsimile Number _

17. ATTACHMENTS

List all attachments and the number of pages for each attachment. (Provide detailed equipment layout.
Include engineering drawings and wiring schematics.)

Attachment 1: Attachment 2: _

Attachment 3: Attachment 4: _

Remarks:

18. BSTEI·1·V PREPARATION DATE

Inquiry/Application Preparation Date

Firm Order Preparation Date
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INSTRUCTIONS

FOR COMPLETION OF
THE VIRTUAL EXPANDED INTERCONNECTION
APPLICATION AND FIRM ORDER DOCUMENT

BSTEI-1-V Ins.
Page 1 of 12
3/10/98

Virtual Expanded Interconnection Service (VEIS) provides for location-specific interconnection of
collocator-provided BellSouth leased fiber optic facilities to BellSouth interstate switched and special
access services. Virtual Expanded Interconnection Service (VEIS) is offered in the BellSouth
Telecommunications, Inc. Tariff FCC. No.1, Section 20. Tariff regulations apply to each installation. It
should be noted that the tariff includes specific information regarding conditions of occupancy, service
application, service activation, training, inspections, maintenance, liability and damages, confidential
information, title, assignment and force majeure. Please refer to the tariff for specific tariff regulations.

The completed Application and Firm Order Document (BSTEI-1-V), appropriate fee(s), and required
technical documentation should be mailed to:

BellSouth Telecommunications. Inc.
Collocation Coordinator

(Contact your BellSouth Account Executive for the name and address for your company's Collocation
Coordinator. )

Make checks payable to: BeliSouth

BellSouth Reference Number - Provided by BellSouth. This reference number will be provided to the
collocator when the inquiry is responded to by BellSouth, and must be included in future references to
this Expanded Interconnection arrangement project.

Inquiry Receipt Date - BellSouth enters the date when the application fee, and a bona fide BSTEI-1-V
are received.

Issue Number - The initial inquiry will be numbered issue 1. The first revision will be numbered issue 2.
Subsequent revisions will be sequentially numbered.

Firm Order Confirmation Date - BeliSouth enters the date when the appropriate fee(s), a revised bona
fide BSTEI-1-V and all supporting technical documentation are submitted to place a Firm Order for
Expanded Interconnection. BellSouth will provide written notification of receipt of a complete and
accurate firm order.

1. CUSTOMER INFORMATION

Enter the legal business name and address of your company. Enter the Bellcore-assigned
Access Customer Name Abbreviation (ACNA). (Contact your BeIlSouth Account Team for
assistance.) Indicate the jurisdictions in which your company is a Telecommunications Service
Provider. Indicate by entering the date of signature if you have a signed local interconnection
agreement with BellSouth. The local interconnection agreement must be on file with the state
regulatory authority in the state in which you want unbundled loops interconnected into a
collocation arrangement. If a local interconnection agreement has not been signed, enter the
expected local interconnection agreement date. Enter NA (Not Applicable) if you will not be
,'*S\/t('~~ ,!ro:!!.~~nW::!e ..
COLLOCATION COORDINATOR: Enter the name, e-mail/lnternetaddress.mailing address,
telephone number, pager number and facsimile number of the person who prepares the
application, and who will be the primary coordinator for this collocation arrangement project.

Private/Proprietary: Not for use or disclosure outside BellSouth except by written agreement.
Copyright 1997 BELLSOUTH. All rights reserved.
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2. REQUESTED VEIS LOCATION

BSTEI-1-V Ins.
Page 2 of 12
3/10/98

Enter the requested VEIS location by wire center name, the first eight characters of the Common
language location Identification Code (ClLl), street address, city, state, and zip. (See the
Bellcore Practice BR 795-1 XX-1 00 for central office ClLl information.)

3. TYPE OF INTERCONNECTION ACTIVITY

Indicate the type of interconnection activity being ordered on this application.

Initial Arrangement Installation: This is the initial virtual arrangement installation for this
location.

Augmentation to an existing arrangement: Your company has an existing VEIS arrangement
in this location and desires to add to that arrangement.

Existing Arrangement, Equipment Change and/or wiring changes: Your company has an
existing virtual arrangement in this location and desires to add, replace or remove equipment,
and/or modify cabling.

Existing Arrangement, Software Change/Upgrade: Your company has an existing virtual
arrangement in this location and desires to modify the software with a change or upgrade.

Existing Arrangement, Partial Equipment Disconnect and Removal: Your company has an
existing virtual arrangement in this location and desires to disconnect and remove some
equipment from arrangement.

Existing Arrangement, Complete Equipment Disconnect and Removal: Your company has
an existing virtual arrangement in this loeation and desires to disconnect and remove the entire
arrangement.

Interconnection of collocation arrangements within this location: This applies to the
interconnection of two collocation arrangements occupying non-contiguous space. See item 9.

4. A SERVICE DATE is negotiated among the colloeator, BellSouth, and the colloeator-selected
BellSouth certified installation vendor during the Firm Order process. (Note BellSouth Tariff
F. C. C. No.1, Section 20.20 H: "The Telephone Company, in cooperation with the chosen
certified vendor, will determine the installation interval.") For planning purposes, you may
indicate your desired service date.

PrjllateJProprict~:lIIot for use or disclosure outside BeUSouth except by written agreement.
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5. EQUIPMENT TO BE INSTALLED OR REMOVED

BSTEI-1-V Ins.
Page 3 of 12
3/10/98

Enter the declared equipment value for the equipment to be included in the lease agreement.
This information is required for insurance purposes.

Complete columns 1 though 13. Duplicate this table as required to include all equipment to be
installed. Complete the table for each item of transmission equipment to be placed in the VEIS
location. Include spares. test equipment (including personal computer(s) and PC software), and
any connection panels. Include all equipment that may be required to support multiple fiber cable
entrances. if applicable. The equipment listed must be shown on your attached engineering
drawings.

1. Rack No. - Enter the rack number as shown on an attached proposed floor plan layout.
2. Vendor/Manufacturer & Contact Number - Enter the vendor's name and telephone

number.
3. Model Number - Enter the model number of the equipment.
4. Description - Enter the functional description of the equipment.
5. Existing Quantity - Enter the quantity of the equipment currently installed.
6. Add - Enter the quantity to be installed.
7. Remove - Enter the quantity to be removed.
8. Total Quantity - Enter the total quantity remaining after the addition/removal.
9. Total Heat Dissipation (Watts) - Enter the total heat dissipation in watts for the total

quantity of items. The sum of this column should reflect the total heat release for all
collocated equipment.

10. Total -48 V DC Power Requirements (AMPS) - Enter in AMPs the total -48V power
requirements for the total quantity of items. The sum of this column should reflect the
total power requirements of all collocated equipment.

11. NEBS Yes/No - Does this equipment meet the following Bell Communications
Research Network Equipment-Building Systems (NEBS) requirements?
• Criteria Level 1 requirements as outlined in the BeUcore Special Report SR-3580,

Issue 1.
• Equipment design spatial requirements per GR-63-CORE. Section 2.
• Thermal heat dissipation per GR-063-CORE, Section 4. Criteria 77-79.
• Acoustic noise per GR-063-CORE, Section 4, Criterion 128.
• Applicable National Electric Code requirements.

Enter a YES or NO. If NO, attach a separate document listing specific explanations for each
equipment type and reasons for NEBS and/or National Electric Code noncompliance.
12. OSMINE - Does this equipment meet the minimum Operational System Modification for

Intelligent Network Elements (OSMINE) requirements of coding for the TIRKSR System?
Enter a YES or NO. OSMINE'minimum includes Human Equipment Catalog Item Group
(HECIG). Equipment Catalog Item Group (ECIG) processing code. Human Equipment
Catalog Item (HECI). Equipment Catalog Item (Eel) number, and Function Codes as
required for provisioning. OSMINE requirements are covered in BeUcore Publication GR-
485-CORE. .

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
e "b i 'on' RE' 'SOUTH An noh's rec·c,ed
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FOR COMPLETION OF
THE VIRTUAL EXPANDED INTERCONNECTION
APPLICATION AND FIRM ORDER DOCUMENT

5. EQUIPMENT TO BE INSTALLED IN VEIS LOCATION Continued from page 3.

BSTEI-1-V Ins.
Page 4 of 12
3/10/98

13. HECIG • Enter the Human Equipment Catalog Item Group (HECIG) for this piece of
equipment. The collocator should also provide to BeIlSouth, the equipment manufacturer
documentation which provides the applicable HECI codes per equipment level. This
information must accompany a Firm Order.

Additional information: Via attachment, provide equipment vendor documentation and unique
characteristics of the equipment, Le., weight. Also, provide additional information to aid
BellSouth's understanding of the space requirements for the equipment for this arrangement.
This would include special needs, such as front and back access to equipment, doors on the
storage units. aisle space requirements, if equipment is to be prewired, etc.

Note: Per BellSouth Tariff F. C. C. No.1, Section 20.22, Training: "If a collocator selects
terminating transmission equipment hardware and/or software which is not currently in use in the
Telephone Company location where VEIS will be provided, the collocator will be responsible for
payment of the charges as set forth in 20.31 (F) following, for any necessary training for
Telephone Company personnel needed to install and repair said equipment. Additionally, the
collocator will be responsible for payment of any applicable tuition fees associated with said
training."

6. EQUIPMENT RACK/BAY REQUIREMENTS

Check "Racks for initial equipment installation" if this is the initial application for this location.
Indicate the quantity of racks to be installed. Check "Add rack(s) to existing arrangement" if you
have an existing virtual arrangement in this location and you are adding additional racks on this
application. Indicate the quantity of racks to be added. Provide rack location for existing
arrangement. For "Add racks", show only the new racks to be added on the table below. For
"Remove Racks", show only racks to be removed on the table. Indicate the quantity of racks to
be removed. Check "Rack addition not required for this application" if this is a subsequent
application and additional racks are not required.

Complete the table, showing the dimensions of the racks/bays to be installed in the location.
Please note: Standard rack depth in BellSouth locations is 12 inches. Depth and height of
colloeator provided racks must conform to that used by BellSouth in the requested location.
Required rack depth and height will be provided in response to an application.
Provide the front (F) and rear (R) equipment overhang in inches for the equipment to be installed
in each rack, if the equipment will exceed the depth of the rack in which it is mounted.

Provide the total footprint area in square feet (width x depth) of all racks (and spacers) to be
installed for this application. .

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
____J""'_~\J,.t~~ .. "O~ "QCI t ~n1 'Tl-4 All ,.i"ktllt rac_rvlli!f1
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7. SELECTED ENGINEERING AND INSTALLATION VENDOR(S)

BSTEI-1-V Ins.
Page 5 of 12
3/10/98

Complete for Firm Order. Indicate the name, address and telephone number of the BellSouth
certified engineering and installation vendor(s) that will be performing the equipment engineering
and installation at the virtualloeation. If a single vendor is selected to perform both functions.
specific contact numbers should be furnished for each function. BellSouth certified vendors
perform work in compliance with BellSouth installation standards as contained in TR·73503.

8. OPTIONS FOR MANAGING SPARE PLUG-IN EQUIPMENT

Select one of the options listed for managing spare plug-in equipment. NOTE: Option A is
recommended to provide the optimum maintenance capability for collocation equipment. The
effectiveness of provisioning alternatives to Option A cannot be guaranteed by BellSouth. If
option "F" is selected, please describe your plan for managing spare plug-in equipment. Per
BellSouth Tariff F. C. C. No.1, Section 20.18 (F), ''The colloeator shall provide the following:
-All necessary plug-ins/circuit packs (both working and spare) including any required options
that must be, physically set on the plug-ins. --Rack mounted storage unit to house spare plug-ins,
tools, and test eqUipment."

9. COLLOCATION INTERCONNECTION REQUIREMENTS

If covered in the collocation agreement, collocation arrangements may be directly interconnected
without using BST cross connect facilities. Indicate if you plan to directly interconnect collocation
arrangement(s) in this location. Indicate the type of cable to be used to interconnect collocation
arrangements.

Complete the table for each direct interconnection configuration. (See next page.)

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
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Collocation Controlling Collocation Interconnected Collocation Type Quantity of Optical
No. Circuits Interconnect

New Existing Virtual Physical Owner Preferred
Conductor

Rack Rack Loc. Rack Rack Loc. 050, Capacity of Cable (C)
Number or Location or 051,053, cable or Patch

Ene. Loc. Ene. Loc. Optical Cord (P)

When separately owned collocation arrangements are to be interconnected. the arrangement of
the owner requesting the interconnection shall be the "Controlling Collocation".
When commonly owned collocation arrangements are to be interconnected. the owner should
designate one as the "Controlling Collocation". NOTE: The "controlling" owner will serve as the
SST contact on all issues related to the interconnection and will be billed by SST for any and all
applicable charges.

Collocation No. - Number each interconnection configuration beginning with 1 (one). Number
consecutively as required. Duplicate table if required.
Controlling Collocation:
• New: - If the controlling end of the interconnection is a new non-enclosed arrangement,

identify the rack no. from an attached proposed floor plan layout. If the new arrangement will
be enclosed indicate "ENC".

• Existing: - Identify the rack location (frame identification code as assigned by the collocator's
certified engineering vendor) of an existing non-enclosed arrangement or the location (floor)
of an enclosed arrangement that will serve as the Controlling end of the interconnection.

Interconnected Collocation:
• Virtual - If the interconnected end of the interconnection is a Virtual collocation, identify the

rack location. -
• Physical - If the interconnected end of the interconnection is a Physical collocation, identify

the location (floor) if the arrangement is enclosed. or the rack location if the arrangement is
not enclosed.

• Owner: - Identify the owner of the Interconnected Collocation.
Type: - Identify the type of interconnection (DSO. DS1, DS3. Optical)
Quantity of Circuits: - Indicate the maximum circuit capacity of the interconnecting cable.
Optical Interconnection • Preferred Conductor:- Specify cable (C) or patchcord (P).
SellSouth will evaluate the locations of the interconnecting arrangements and existing cable
support structures to determine if the preferred conductor can be accommodated

All abandoned/disconnected interconnection facilities must be removed from SST cable support
~~ ,by·~oo .oeHcC31ef!-~ certii=:t!·~l!lder.,.A.:.oftcr.·~M~~·e.~~if:fre~t ~$ ,discocr.ec~! :
or removed. Identify the collocation number from the previous table to be removed per this
application.

10. FIBER CABLE INFORMATION

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
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A. Complete the table below for each fiber entrance cable to be installed. An example is
provided.

Check "Fiber entrance cable(s) for initial installation" if this is the initial application for this
location. Check "Add fiber entrance cable(s) to existing arrangement" if you have an existing
virtual arrangement in this location and you are adding additional fiber entrance cable(s) on this
application. For "Add fiber entrance cable", show only the new fiber entrance cable(s) to be
added on the table below. Check "Fiber entrance cable not required for this application" if this is
a subsequent application and additional fiber entrance cable(s) are not required. Check "Fiber
entrance cable to be removed" if the cable is being abandoned or disconnected.

Cable # - Enter a "1" for the first cable to be placed, a "2" for the second, etc.
Outside diameter - Enter the outside diameter of the cable measured in inches.
Size of fiber cable - Enter the number of fibers contained in the cable.
Weight (Ib/kft) - Enter the weight in pounds per kilofeet of the cable.
Metallic/Dielectric - Enter the sheath type for each cable.
Cable Tensile Load - Enter the Cable Tensile Load.

Cable # Outside Size of Weight Metallic/Dielectric Cable Tensile
diameter (in.) fiber cable (Ib/kft) Load (lb/t)

1 0.5 96 pair 330 Metallic 600

Note 1: Outside plant cable must meet the requirements in Bellcore GR-20-CORE or TR-NWT­
000020.
Note 2: If multiple entry is requested, please show 2 cables on the fiber entrance cable table.
Multiple entry availability will be provided in response to an application.

::

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
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B. Complete the table below for each fiber riser cable to be installed. An example is provided.

Check "Fiber riser cable(s) for initial installation" if this is the initial application for this location.
Check "Add fiber riser cable(s) to existing arrangement" if you have an existing virtual
arrangement in this location and you are adding additional fiber riser cable(s) on this application.
For "Add fiber riser cable", show only the new fiber riser cable(s) to be added on the table below.
Check "Fiber riser cable not required for this application" if this is a subsequent application and

additional fiber riser cable(s) are not required. Check "Fiber riser cable to be removed" if the
cable is being abandoned or disconnected.

Cable # - Enter a "1" for the first cable to be placed, a "2" for the second, etc.
Outside diameter - Enter the outside diameter of the cable measured in inches.
Size of fiber cable - Enter the number of fibers contained in the cable.
Weight (lb/kft) - Enter the weight in pounds per kilofeet of the cable.
Sheath Type - Riser cable must be dielectric.
Cable Tensile Load - Enter the Cable Tensile Load.

Cable # Outside Size of Weight Sheath Type Cable Tensile
diameter (in.) fiber cable (Ib/kft) Load (Ib/t)

1 0.7 96 pair 400 Dielectric 600

Dielectric

Note 1: Pre-terminated, dielectric, fire retardant riser cable should be provided. Riser cable must
meet the requirements in Bellcore GR-409-CORE. Riser cable should be pre-terminated in a
fiber optic splicing shelf utilizing se connectors.
Note 2: If multiple entry is requested, please show 2 cables on the riser cable table. Multiple
entry availability will be provided in response to an application.

C. Additional information -Indicate your interest in multiple entry points and/or microwave
entrance facilities. Per BellSouth Tariff F. C. C. No.1, Section 20.17, "If multiple entry points are
available, and the collocator so desires, multiple entry points will be provide'd to the collocator."
Provide additional information about your cables or cable routing, if applicable.

Private/Proprietary: Not for use or disclosure outside BellSouth except by written agreement.
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Indicate if this is the initial virtual installation, an equipment addition to an existing virtual
arrangement. or if this request is for wiring changes only.

Enter the number of OSO 2 wire. OS1, OS3. and/or fiber lowspeed equipment ports that will be
wired to BellSouth's OSO. OS1, OS3, and fiber cross-connect devices for this order. (BST frame
assignments will be provided.)

Quantity Quantity Quantity Quantity
OSO 2 Wire OS1 Connections OS3 Connections Fiber Connections •

Note 1: To aid BellSouth in determining the number of frame assignments required, provide
wiring schematics which identify the cable size, quantity, and lead designations from each
lowspeed equipment port.
Note 2: It is recommended that all lowspeed ports not used for connection to other equipment be
wired to BellSouth's cross-connect devices.

• Assumes 2 (two) fibers per connection.

Indicate your plans to order local trunks and/or unbundled loops to interconnect to this virtual
arrangement. An Unbundled Loop, is an active transmission facility which provides connectivity
from other transport in a central office to the customer premise. The loop does not include the
interoffice element, although it can be connected to an interoffice element. The loop can be
connected into a collocator's space, either directly as voice grade (if the collocator's space is in
the same serving central office), or multiplexed. into a higher order transmission system. A
signed agreement between BellSouth and your company is required for interconnection of
unbundled loops into a collocation arrangement.

-
EQUIPMENT WIRING DISCONNECTS

All abandoned/unused cable connections must be removed by the colloeator's certified vendor
when the associated equipment is removed. Indicate the type and quantity of the circuits to be
disconnected. For partial removals. attach a cable and pair and/or T1TIEIT3TIE inventory
identifying specific connections to be disconnected.

Quantity Quantity Quantity Quantity
OSO 2 Wire OS1 Connections DS3 Connections Fiber Connections

Additional information: Enter comments regarding wiring requirements. ',f applicable.

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
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EQUIPMENT WIRING: Enter the name, telephone number, facsimile number. pager number and
e-mail/lnternet address of the person BellSouth can contact regarding information entered in item
11.

TECHNICAL: Enter the name, telephone number, facsimile number, pager number and e­
mail/Internet address of the person BellSouth can contact regarding information entered in items
4 through 10.

LOCAL COORDINATION: Enter the name, telephone number, facsimile number, pager number
and e-mail/lnternet address of your company's local coordinator at the selected location for the
VEIS arrangement.

PROVISIONING AND MAINTENANCE: Enter the name, telephone number, facsimile number,
pager number and e-mail/lnternet address of your company's provisioning and/or maintenance
contact at the selected location for the VEIS arrangement. [Identify the contact for the ACAC
(Access Customer Advocacy Center) to contact for maintenance issues.]

ACCEPTANCE TESTING: Enter the name, telephone number, facsimile number, pager number
and e-mail/lnternet address of your company's contact for acceptance testing for the VEIS
arrangement.

13. DESIGN LAYOUT RECORD (DLR) CONTACT INFORMATION

The design contact identifies the employee to be contacted on design/engineering matters and to
whom the DLR will be sent. A DLR will be issued for 1) one "JAVL" equipment maintenance
circuit per collocator relay rack, 2) the T1TIE and T3TIE carrier systems between the collocation
equipment low speed ports and the BellSouth DSX panels. There will not be a DLR issued for the
DSO interface cable and pair facility, but BellSouth will issue a spreadsheet designating the cable
and pair arrangement in relation to the collocator's equipment ports.

--
If the design contact for the equipment maintenance circuit(s) is different from the design contact
for the cross-connect circuit(s), the DLR for each circuit type can be sent to separate locations
designated by you. Use 13 A to provide design contact information for the equipment
maintenance circuit(s). Use 13 B to provide design contact information for the cross-connect
circuit(s). Use 13 C to provide design contact information for the DSO interface cable and pair
facility.

A: EQUIPMENT MAINTENANCE CIRCUIT(S)

Enter the name, telephone number, paper mailing address (include room number, floor) and the
e-mail/lnternet address for your design contact for the equipment maintenance circuit(s). Indicate
your preference for DLR delivery. If you have mechanized DLR capability, enter the Design
Routing Code (DRC). The DRC is a three digit alpha/numeric code that identifies the routing for
mechanized DLRs. If you do not have mechanized DLR capability, a paper copy will be mailed tc
the address provided. If you do not have mechanized DLR capability, and would like information
on how to obtain mechanized DLR capability, contact your Account Executive.

Private/Proprietary: Not for use or disclosure outside 8eIlSouth except by written agreement.
.~__._~ ... _., ....:.,.....:.;,..,~"'v::.:;.:..:;;:.:"..;:.:..• .;.;;1QQ7:.:.:...~:::.:A::J..:..o1~i:l!.n~I.:..!.IT.:::.H~AI:..:;1.~i..,":.::.:t..::..:r..::.;!!!;~!!:..::.rved~ _



@SELLSOUTH
INSTRUCTIONS

FOR COMPLETION OF
THE VIRTUAL EXPANDED INTERCONNECTION
APPLICATION AND FIRM ORDER DOCUMENT

13. DESIGN CONTACT INFORMATION Continued from page 10.

B: TIE (T1 & T3) CARRIER(5)
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Enter the name, telephone number, paper mailing address (include room number, floor) and e­
mail/Internet address for your design contact for TIE carrier(s). Indicate your preference for OLR
delivery. If you have mechanized DLR capability. enter the Design Routing Code (ORC). The
ORC is a three digit alpha/numeric code that identifies the routing for mechanized OLRs. If you
do not have mechanized DLR capability, a paper copy will be mailed to the address provided.
copy will be mailed to the address you provide.

Notel Please be sure the ORC code provided is correct. An incorrect code will result in
improper distribution of the OLR, possibly causing a delay in the initial ordering of service.

If you do not have mechanized DLR capability. and would like information on how to obtain
mechanized OLR capability, contact your Account Executive.

C: CABLE & PAIR (050)

Enter the name, title, telephone number, the paper mailing address (include room. number, floor)
and the e-mail/lnternet for the design contact for the cable and pair inventory. A paper copy will
be mailed to the address provided. An e-mail/lnternet address is required if you want to receive
the cable and pair information electronically.

14. BILLING INFORMATION

Indicate the legal business company name and address as it should appear on the monthly billing
statement to be submitted by BellSouth to your company for this VEIS arrangement. Provide a
contact name, telephone number and facsimile number to be contacted regarding bill payment,
discrepancies. etc. List billing account numbers established for other communication service(s)
provided by BellSouth.

-
15. TECHNICAL COMPLIANCE

Signature, title and date are required at end of the document Each subsequent issue of
.the BSTEI·1 must also be signed.

Applicant certifies that equipment is in compliance with the following industry standards:
• Criteria Level 1 requirements as outlined in the Bellcore Special Report SR-3580

Issue 1.
• Equipment design spatial requirements per GR-63-CORE, Section 2.
• Thermal heat dissipation per GR-63-CORE, Section 4. Criteria 77 -19.
• Acoustic noise per GR-63-CORE, Section 4, Criterion 128.
• Applicable National Electric Code requirements.

Private/Proprietary: Not for use or disclosure outside BeIlSouth except by written agreement.
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Enter your company's name as it should appear on the lease. Specify the nature of the business
entity (e. g., corporation, limited partnership). Enter the state in which the company is
incorporated, if applicable, and specify the company address to appear on lease.

Mailing Information: Provide the name, title, address, telephone number and facsimile number
of the employee to receive the lease.

17. ATTACHMENTS

List all attachments and the number of pages of each attachment.

Attachments should provide detailed equipment layouts, engineering drawings and wiring
schematics. Provide drawings of the equipment showing all perspectives - top, side, front, back.
Drawings should include wiring schematics and all equipment shown in Item 5.

18. BSTEI-1-V PREPARATION DATE

Enter the date that your company prepared this BSTEI-1-V inquiry/application.
Enter the date that your company prepared this BSTEI-1-V firm order.

..
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